
INDEX  MS32C

Tipo : Torno multihusillo cnc
Marca : INDEX
Modelo : MS32C
Año : 2004
N° Serie : 150292
N° Stock : 9672

CARACTERÍSTICAS TÉCNICAS

- number of spindles  : 6 independent
- maximum diameter  : 32[mm]
- maxi spindle speed  : 6 300 [rpm]
- machine equipped with 32 numerical axes
- slide unity 1.1  : X and Z axes controlled by CNC
- slide unity 1.2  : fixed X axis,Z axis controlled by CNC
- slide unity 2.1  : fixed X axis,Z axis controlled by CNC
- slide unity 2.2  : X and Z axes controlled by CNC
- slide unity 3.1  : X and Z axes controlled by CNC
- slide unity 3.2  : fixed X axis,Z axis controlled by CNC
- slide unity 4.1  : X and Z axes controlled by CNC
- slide unity 4.2  : fixed X axis,Z axis controlled by CNC
- slide unity 5.1  : fixed X axis,Z axis controlled by CNC
- slide unity 5.2  : X and Z axes controlled by CNC
- slide unity 6.1  : X and Z axes controlled by CNC
- slide unity 6.2  : X and Z axes controlled by CNC
- synchronous unit, spindle position 6.1

EQUIPAMIENTO

- INDEX C200-4 (Siemens SINUMERIK 840D)
- Simple NCU
- IEMCA SIR 32/33/P bar loader
- Coolant tank with HP pump

Descripción técnica sin garantías, solamente a título orientativo. Si hay documentación técnica, se suministrará la máquina con CDROM en PDF.
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- KNOLL chips conveyor
- RIEDEL cooling unit
- parts catcher with conveyor in position 6.1
- Cross rilling device in position 3.1 et 4.1

Descripción técnica sin garantías, solamente a título orientativo. Si hay documentación técnica, se suministrará la máquina con CDROM en PDF.
RD Machine Outils - SAS au capital de 1.250.000 Euros - Membre de l'Association Européenne des Marchands de Machines Outils

Page 2/2


